
 

BlueStorm, our new overdrive/distortion pedal. Developed in collaboration with Eric Steckel. 

Product Description. The legendary tone of the mighty Eric Steckel in a box. The BlueStorm is an overdrive/distortion pedal 

capable of a focused tone with thick low mids that is perfect for Blues, Rock, Metal and Blues Metal. An amazing dynamic with a 

lot of sustain and an impressive distortion that is dripping wet with rich overtones while maintaining immense body and 

definition with a knockout punch.  Built for players who demand both power and expression, the BlueStorm captures the feel of 

a cranked tube amp while remaining articulate and responsive at any gain setting. From warm, expressive overdrive to 

crushing high-gain distortion, this pedal responds with incredible touch sensitivity and dynamic range, allowing every nuance of 

your playing to shine through.  Finally a pedal that inspires confidence, intensity and emotion every time you step on it. 

Warranty. Warranty is 2 (two) years according to EU laws. Warranty is not valid if the device is opened or partially modified 

without our authorization. No responsibility is due for Masotti Guitar Devices for damages to human, animals or things 

originated by a manumission or a different use of Loop rail as described in this manual.   

Important safety notes. BlueStorm was engineered and built according to the strictest electrical safety standards as per international 

norm, EU IEC-62368 and according to the electromagnetic compatibility requirements specified by international norms EN 55032. CE mark 

indicates the compliance. Furthermore, even if ambient policy of MGD limits at the minimum the use of potentially polluting components, 

according to current EU laws customer must waste this device in special sites. 

 

 

• Don't expose BlueStorm to rain, water sparks, excessive humidity, chemical vapours, heavy dust, heat fonts, 

strong vibrations. 

• Never introduce in the plugs objects different than corresponding connectors. 

• After storage or transport at very low temperatures, wait about 30 minutes before switch the unit ON. 

 

Features and Technical Specifications 

Entirely engineered and hand-built in Italy 

High quality components  

High Dynamic Multistage Op-Amp design  

No SMD  

Controls: Gain, Tone, Level  

True bypass high quality footswitch  
Dimensions: 11.9 x 7.2 x 5.6 h cm. 

Weight: 235 gr.  

External power supply: 9Vdc 30mA min., 2.1mm plug;  

Polarity: standard, center negative 


